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MB GD01 (paper bag) 
Powder premix made of mineral binders and special additives.

* For further information, consult the technical data sheet of each product.

Equipment 

System 
composition/
appearance 

•	 Clean buckets 
•	 Electric mixer (minimum power: 800 W)
•	 Stainless steel/plastic trowels, spatulas and floats
•	 PPE: for further details, see the safety data sheet
•	 Scale (maximum capacity: 25 kg; minimum accuracy: 50 g)
•	 Random orbital sander with abrasive discs (grit 80)

Name MB FONDO WALL 

Description Mineral skim coat for preparing vertical surfaces.

Fields 
of use Walls

 Interiors                      

Exteriors

2.5 mm thickness

Information

POWDER WATER 

MB GD01, 20 kg + 5.6  kg (28 %)

MB GD01, 10 kg +  2.8  kg (28 %)

MB GD01, 1 kg + 0.28  kg (28 %)

Mixing ratio The dosages indicated are to be considered approximate. Depending on environmental conditions 
(temperature, relative humidity, substrate absorption) and application methods, slight corrections 
(+2.5% by weight) to the amount of water added may be necessary to obtain optimal consistency and 
workability. Any water top-up must be carried out only after completing the mixing and checking its 
actual consistency.

Characteristics FLEXURAL STRENGTH
(UNI EN 1015-11)

COMPRESSIVE STRENGTH
(UNI EN 1015-11)

7.2 N/mm2

17.1 N/mm2   (Categoria CS IV)

1

2

ADHESION
(UNI EN 1015-12)

2.4 N/mm2   (Rottura prevalente B)3

WATER ABSORPTION BY 
CAPILLARITY
(UNI EN 1015-18)

0.02 kg/(m2 x min 0,5)    (Categoria Wc2)4

WATER VAPOUR PERMEABILITY 
COEFFICIENT
(UNI EN 1015-19)

μ = 475

THERMAL CONDUCTIVITY
(UNI EN 1015-19)

λ₁₀,dry = 0,45 W/m·K (P = 50%)6
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Application data Yield 3.3 kg/m2  (1st and 2nd COAT with MB GD01)
  
Powder quantity referring to the complete system.

Recommended coats  2 coats

Recommended application 
temperature 10°C - 30°C  (in different conditions, contact our technical office)

Ambient relative humidity for 
application < 85% (in different conditions, contact our technical office)

Workability time 45 minutes (protecting the material from direct contact with 
air and sunlight, and remixing the mixture if necessary).

Waiting time before overcoating
24 hours (at +20°C, 65% RH)

Recommended application 
thickness 2.5 mm (thickness referring to the complete system)

Drying times The drying time for a 2-3 mm thick mineral skim coat is 
approximately 24 hours. 

Cleaning Wash tools with water after use.

Storage MB GD01 : 12 months

MB NET 90 : NO EXPIRY DATE

If kept protected from humidity in original, intact packaging 
at temperatures between 5 and 30°C.

Transport None of the system components is considered dangerous 
under the current provisions on the transport of dangerous 
goods by road (ADR), rail (RID), sea (IMDG Code) or air 
(IATA).

Application conditions The declared technical and application data were verified 
under controlled conditions (T = 25 °C, RH = 50%) on 
gypsum fibre panel previously treated with MB PR03 
bonding primer. Drying times and application performance 
may vary according to environmental conditions, substrate 
characteristics and specific site conditions.

Substrate 
preparation

MB FONDO WALL can be applied on vertical substrates of different types, provided they are mature, 
dry, stable, solid, cohesive, flat and correctly prepared. Cement or mineral plasters must be compact 
and free from residues; plasterboard, gypsum fibre or gypsum-based substrates must be correctly 
fixed, filled, skimmed and free from residual moisture; wood, MDF or HDF panels must be dimensionally 
stable and primed also on the back, in order to limit differentiated moisture absorption. In the presence 
of old ceramic or stone coverings or non-absorbent surfaces, check adhesion to the substrate, 
mechanically abrade the surface, clean thoroughly and apply MB PR04 adhesion promoter. Do not apply 
on substrates subject to shrinkage, active cracking or structural movements, since the product, due to 
its mineral nature, has no elasticity and cannot compensate for substrate deformation. Any existing 
structural joints must be respected and carried through the application system. Do not apply on frozen 
substrates, substrates in thawing phase or with risk of frost in the 24 hours following application, nor on 
substrates subject to rising damp, infiltrations or permanent condensation. During and after application, 
protect surfaces from rapid drying caused by strong wind, direct sunlight or high temperatures, and 
from contact with rain or water until completely dry.

For specific construction details, consult our Technical Manual.
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Mix preparation For each 20 kg, 10 kg and 1 kg bag of MB GD01:
I.	 Pour the required amount of water into a clean bucket (see the "Mixing ratio" section);
II.	Start mixing at low speed, gradually adding the entire contents of the MB GD01 bag;
III.	 Mix for at least 60 seconds until a homogeneous, creamy, lump-free mixture is obtained;
IV.	 Let the mixture rest for about 3 minutes;
V.	Mix again for 30 seconds and then proceed with application. 

Use the mixture within the declared pot life (45 minutes) and do not add water during the application 
phase.

If, for any reason, lumps remain inside the mixed material, they must be eliminated by crushing them or 
sieving the material using a simple mosquito net. If kept covered and protected from direct sunlight, the 
mixture remains workable for up to 45 minutes depending on climatic conditions. 

Application

FIRST COAT

MESH

SECOND COAT

SANDING

The MB FONDO WALL system must be applied by specialised personnel using professional steel trowels. 
Application is always carried out in two coats, with a recommended total thickness of approximately 2.5 
mm for the entire system, proceeding from top to bottom. 

The key to obtaining a perfect MATTEOBRIONI decorative finish is substrate preparation. 
It is essential to ensure that the surfaces meet the conditions indicated in the "Substrate preparation" 
section and to always use an appropriate primer to achieve the best possible result before proceeding 
with the following instructions. 

Apply the first coat of MB GD01 with a uniform thickness of approximately 1–1.5 mm, with the aim 
of eliminating any unevenness, avoiding material build-up and ridge formation, in order to create a 
compact and regular base for the next coat. 

On irregular, discontinuous, micro-cracked substrates or substrates characterized by changes in 
underlying material, embed an alkali-resistant glass-fibre reinforcement mesh with an indicative weight 
of 90 g/m² within the skim coat. The use of MB NET 90 or an equivalent mesh in terms of technical 
and performance characteristics is recommended. The mesh must be laid on the still-fresh product, 
completely embedded in the skim-coat layer and laid flat, avoiding folds, bulges or surface emergence. 
The edges of the sheets must be butted together without overlap, carefully matching the edges to 
ensure continuity of reinforcement within the skim-coat layer. Once the mesh has been laid, press it 
with the trowel and go over the surface with a spatula or stainless-steel trowel, in order to embed it 
correctly in the mortar and regularize the applied layer. The mesh must not remain visible or emerge at 
the surface.Wait until the first coat is completely dry before proceeding with the next application. Under 
standard conditions, the waiting time is approximately 24 hours, varying according to temperature, 
relative humidity, ventilation, substrate absorption and applied thickness.

Apply the second coat of skim coat with a uniform thickness of approximately 1 mm, in order to 
completely cover the mesh, regularize the surface and obtain a continuous, homogeneous substrate 
suitable for the subsequent application of the MATTEOBRIONI decorative system. During application, 
avoid material build-up, thickness discontinuities, visible joints or areas that are not correctly covered. 

The day after applying the second coat, check the flatness and uniformity of the surface. If ridges, 
trowel marks or surface imperfections are present, proceed with light and uniform sanding using 80-grit 
abrasive paper, in order to regularize the substrate before applying the MATTEOBRIONI decorative cycle. 
Sanding may be carried out manually or, on large surfaces, using a random orbital sander with a suitable 
abrasive disc, taking care not to apply excessive pressure to avoid discontinuities or local removal of 
material. After sanding, carefully remove all dust by vacuuming.

Before proceeding, it is recommended in all cases to carry out an application test (at least 1 m2) on the 
surface to be decorated in order to verify adhesion quality to the substrate and the application effect. 
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Warnings

Legal notes The information contained in this guide is based on our best technical and scientific knowledge, but is purely indicative. 
Since the Company cannot exercise any control over site conditions and execution methods, it declines all responsibility 
for the final result. It is the user’s responsibility to verify the suitability of the product by preliminary tests. Any proven liability 
is limited exclusively to the value of the material supplied. Document subject to updates: consult the latest version at 
www.matteobrioni.com.

•	 Product for professional use;
•	 If necessary, request the safety data sheet;
•	 Protect surfaces from direct sunlight and drafts for at least the first 6 hours after application;
•	 Dispose of product residues and packaging in accordance with current regulations;
•	 Comply with national rules and regulations;
•	 Materials from different batches may show different colour tones;
•	 Ensure good ventilation in the workplace. In case of vapours or airborne dust, use respiratory  
    protection.
•	 Applications at temperatures below +10°C with high relative humidity may cause surface carbonation.  
    Do not apply on substrates subject to shrinkage or cracking, as the mineral product by nature cannot  
   withstand structural movements because it has no elasticity. Follow any existing structural joints in  
    the substrate.
•	 Do not add binder, cement or aggregates to the premixed product;
•	 The photographic images in our marketing tools, as well as the colours shown in 
    samples, are to be considered purely indicative.

For anything not covered, contact Technical Customer Service: 
T +39 0376 528862 www.matteobrioni.com/download tecnico@matteobrioni.com



matteobrioni.com
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46024 Moglia (MN), Italy
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e-mail: tecnico@matteobrioni.com

REGISTERED ADDRESS
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46023 Gonzaga (MN), Italy


