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Name MB SEALANT FLOOR 

Description Film-forming treatment system for floors and showers/bathtubs. 

Fields of use Floors

 Interiors                      

Continuous water contact (showers and bathtubs)

Information

MB SP01 (PE canister) 
One-component water-based acrylic film-forming treatment.

MB SP08 (PE bucket)  
One-component water-based acrylic film-forming paste treatment. 

MB SP07 COMPONENT A + B (PE canister and bottle)  
Two-component water-based polyurethane film-forming treatment.

* For more information, consult the technical data sheet of each product.

System 
composition/
appearance 

Characteristics

Equipment •	 Clean buckets 
•	 Electric mixer (minimum power: 800 W)
•	 Stainless steel/plastic trowels, spatulas and floats
•	 Brushes, rollers, wide brushes
•	 PPE: for more details see safety data sheet
•	 Scale (maximum capacity: 10 kg; minimum accuracy: 1 g)

System ratio
COAT TREATMENT WATER 

1st coat MB SP01 + 6.0 kg (30%)

2nd coat MB SP08 + Ready to use

3rd coat MB SP07 +  6.0 kg (30%)

4th coat MB SP07 +  6.0 kg (30%)

ANTI-SLIP PROPERTIES
(BCRA METHOD)

6

RESISTANCE TO THERMAL SHOCK
(UNI 9429)

COMPLIANT SURFACE

COMPLIANT SURFACE (>40)

7

RESISTANCE TO CHEMICAL AGENTS
(UNI EN 13442)

1
(worst)

5
(top)

1

RESISTANCE TO COLD LIQUIDS
(UNI EN 12720)

1
(worst)

5
(top)

2

CROSS-CUT TEST
(EN ISO 2409)

3 5
(worst)

0
(top)

RAPID DEFORMATION (IMPACT)
(UNI EN ISO 6272-1)

5 1
(worst)

3
(top)

A B
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Application data Coverage 60 g/m2   (quantity referred to one coat of MB SP01)

80 g/m2   (quantity referred to one coat of MB SP08)

60 g/m2   (quantity referred to one coat of MB SP07)
 
Treatment quantity referred to the complete system.

Recommended coats 1 coat of MB SP01 + 1 coat of MB SP08 + 2 coats of MB SP07

Recommended application 
temperature 10°C - 30°C  (in different conditions, contact our technical department)

Ambient relative humidity for 
application < 85% (in different conditions, contact our technical department)

Recommended application 
thickness

< 100 μm thickness (thickness referred to the complete 
system)

Drying times Drying times vary according to the season, ambient climate 
conditions and specific site conditions. 

Cleaning Wash tools with water immediately after use.

Storage MB SP01 : 12 months

MB SP08 : 12 months

MB SP07: 12 months

If kept away from heat and direct sunlight in the original, intact 
packaging at temperatures between 5 and 30°C.

Transport None of the system constituents is considered dangerous 
under current regulations on the transport of dangerous 
goods by road (ADR), rail (RID), sea (IMDG Code) or air 
(IATA).

Application conditions The declared application data were measured under 
controlled conditions (T = 25°C, R.H. = 50%) on smooth 
plasterboard substrate (Q3) previously treated with MB PR03 
bonding primer. Drying times and application performance 
may vary according to environmental conditions, substrate 
characteristics and specific site conditions.

Before starting application of the MB SEALANT FLOOR cycle, make sure that the MATTEOBRIONI 
decorative layer is structurally sound, perfectly cohesive, dry and fully hardened according to the curing 
times indicated by the manufacturer. The surface must be completely free from dust, dirt, oils, grease, 
waxes or any other contaminant that could compromise adhesion of the treatments. To level any ridges 
or imperfections and correctly open the porosity of the substrate, sand the entire surface uniformly. Use 
of a single-disc machine with diamond pads (grit 50-100-200) or an orbital sander with abrasive discs 
(grit 80-120-180) is recommended. After sanding, meticulously remove all dust residues by thorough 
and powerful mechanical vacuuming. Perfect dust removal is essential to prevent local detachment or 
aesthetic defects in the protective film.

During all preparation and application phases, work only in clean environments, free from airborne dust 
and any other source of contamination (such as building works, sanding, cutting, splashes or particle 
deposits), in order to preserve the aesthetic and performance quality of the protective treatment.

For specific construction details, consult our Technical Manual.

Substrate 
preparation
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Product 
preparation

MB SP01: 
Dilute the product by adding 30% clean water. Mix thoroughly by hand or with a low-speed mechanical 
mixer until a completely homogeneous liquid is obtained before application.

MB SP08: 
The product is ready to use as supplied. Mix and shake the contents of the container well before 
application to redistribute the components evenly.

MB SP07: 
I.	  Shake components MB SP07-A and MB SP07-B separately and beforehand in their original bottles;
II.	 Combine the products, strictly observing the 10:2 catalysis ratio (10 parts by weight of Component A 

+ 2 parts by weight of Component B);
III.	 Dilute the resulting mixture by adding 30% clean water and mix thoroughly until the product is fluid, 

homogeneous and free of filaments.

Application

Use and ordinary 
maintenance 

The MB SEALANT FLOOR system must be applied by specialized personnel on perfectly dry and 
prepared surfaces, following the complete application cycle.

1st coat:

Apply MB SP01 with an 8 mm microfibre roller or a synthetic-bristle brush, distributing the product 
evenly until the substrate is fully impregnated. Apply with crossed roller passes and even out with 
parallel passes. Wait approximately 2 hours before applying the second coat.

2nd coat:

Apply MB SP08 with a spatula, evenly creating a thin layer and avoiding product build-up that could 
compromise the subsequent application of the protective coating. Allow to dry for at least 3-4 hours 
before applying the third coat. 

3rd and 4th coats:

Apply two coats of MB SP07 with an 8 mm microfibre roller. Allow to dry for at least 3-4 hours, then apply 
the second coat of MB SP07 within 12 hours of the first coat. If this interval is exceeded, lightly sand the 
entire surface with 320-grit abrasive and carefully remove the dust before the next application.

It is important to avoid excessive product build-up to ensure correct drying and film performance.

The MB SEALANT FLOOR system is designed as a protective treatment for decorative floors 
intended for light-traffic residential and commercial environments. Correct use and respect for 
curing times are essential to ensure the mechanical and aesthetic performance of the system. 
During the first 24 hours after completion of the protective cycle, walking on the floor 
is strictly prohibited. During this period the environment must be kept at controlled 
temperature and humidity, clean and free from airborne dust or any other source of 
contamination that could compromise correct drying and the quality of the protective film. 
For the following two weeks, if access to the area is required for further work, it is recommended to 
enter only barefoot or to protect the entire floor in advance with non-woven fabric (the plastic side 
in direct contact with the floor and the fabric side facing upwards). The non-woven protective sheet 
must never be fixed to the floor with adhesive tape or other adhesive systems, as their removal 
could damage or alter the surface finish. The sheet must always be removed at the end of the work, 
avoiding prolonged installation, in order to allow the protective system to complete its natural curing. 
For work involving ladders, mobile scaffolds or other equipment with concentrated loads, the floor must 
be protected with a first layer of non-woven protective sheet in direct contact with the surface and a 
second layer of rigid wooden panels or boards, suitable for distributing loads evenly and preventing 
impacts, scratches and local damage. During the early curing stages, avoid dragging furniture or 
equipment, impacts, standing water and the use of aggressive detergents or chemicals. 
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•	 Product for professional use;
•	 Request the safety data sheet if required;
•	 Comply with national standards and regulations;
•	 Protect surfaces from direct sunlight and drafts for at least the first 6 hours after application;
•	 Dispose of product residues and packaging in accordance with current regulations;
•	 Protect surfaces and items in the application area from accidental contact;
•	 Materials from different batches may show different colour tones;
•	 The photographic images in our marketing tools, as well as the colours shown in samples, are to be 
     considered purely indicative.

For anything not covered, contact Technical Customer Service: 
T +39 0376 528862 www.matteobrioni.com/download tecnico@matteobrioni.com

Warnings

Legal notes The information contained in this sheet is based on our best technical and scientific knowledge, but is purely indicative. 
Since the Company cannot exercise any control over site conditions and execution methods, it declines all responsibility for 
the final result. It is the user’s responsibility to verify product suitability through preliminary tests. Any established liability 
is limited exclusively to the value of the material supplied. Document subject to updates: consult the latest version at 
www.matteobrioni.com.

Once the protective system has fully cured, the floor may be maintained normally by vacuuming dust 
and washing with microfibre cloths using suitably diluted neutral detergents. For routine cleaning, use 
of MB WASH is recommended. For periodic or intensive maintenance aimed at preserving surface 
protection and reviving the finish, use of MB MAINTENANCE is recommended. On particularly worn 
surfaces or surfaces subject to high foot traffic, MB REPAIR can be used to restore surface protection. 
Before any intervention, the surface must be clean, dry and free from dust, waxes or contaminants.

Thanks to the high performance of the MB SEALANT FLOOR cycle, the surface is easy to clean and 
resistant to ordinary maintenance operations. The system offers high resistance to washing, the main 
domestic staining substances and common detergents and disinfectants, preserving the aesthetic 
appearance of the finish over time when correctly maintained.
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